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@ Abstract
The particulate flow is solved by the direct numerical simualtion using Euler-Euler approarch method. The
objective is to investigate the interaction between the flow and particles and to develop the particulate model for

the large scale compressible multiphase flow simulation.

@ Reasons and benefits of using JAXA Supercomputer System
The particulate flow becomes expensive in order to investigate the interaction between the flow and particles
using Cartesian grid and the immersed boundary method. Also, the number of the time integrations becomes large

due to obtain the equilibrium state of the particulate flow.

@ Achievements of the Year
The compressible flow analysis with high resolution was conducted by using the Cartesian grid method. Fig.1
shows flow distributions around two particles which the computational grid is set to be the particle diameter
divided by 100. When the shock wave cross the particles, the influense of the distance between the particles is

displayed in Fig. 2.
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Fig. 1: Mach number distributions of flow cross two particles
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Fig. 2: Mach number distributions of shock wave cross two moving particles

@ Publications
N/A

@ Usage of JSS2

® Computational Information

Process Parallelization Methods MPI

Thread Parallelization Methods OpenMP

Number of Processes 16 - 128

Elapsed Time per Case 140 Hour(s)
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® Resources Used

Fraction of Usage in Total Resources”'(%): 0.24

Details

Computational Resources

System Name

Amount of Core Time

(core x hours)

Fraction of Usage (%)

SORA-MA 2,203,081.64 0.27
SORA-PP 2.20 0.00
SORA-LM 0.00 0.00
SORA-TPP 0.00 0.00
File System Resources

File System Name Storage Assigned (GiB) Fraction of Usage*2(%)
/home 32.82 0.03
/data 5,457.26 0.09
/ltmp 1,091.45 0.09
Archiver Resources

Archiver Name Storage Used (TiB) Fraction of Usage*2(%)
J-SPACE 8.89 0.22

*1: Fraction of Usage in Total Resources: Weighted average of three resource types (Computing, File System,

and Archiver).

2: Fraction of Usage : Percentage of usage relative to each resource used in one year.
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